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OWNER:

Ocean

BUILDER:

OUTLINE SPECIFICATION

Astilleros Armon Navia - Asturia Spain

GENERAL:

Built year 2009

Flag Malta

Port of Register La Valletta

IMO Nr./Call Sign 9520572/ 9HZE9
GT/NT 499/ 149

Bolladr pull Certified 74,3 mt./ 728,63 Kn
Max speed 13,70 Kn

Cruising Speed 11,0 Kn

Vessel is built to Rina Class

Rina C + Hull, + Mach, FireFighting 1, Oil Recovery.

+Aut-Ums, Aut Port, Siys-Neq 1.

Tug for world wide operation, multipourpose use, towing, Aht, terminal assistence,

recoil.

PRINCIPAL DIMENSION:

Lenght overall 36,00 m
Breadth overall 11,61 m
Moulded lenght 3448 m
Moulded breadth 11,20 m
Moulded depth 5,40 m
Draft Max 5,40 m
Draft Min 455m

Air Draft 18,00 mt at Draft Max

CARGO CAPACITY:
Deadweight

478,73 Tons

Deck area 13,0x 8.0 - 104 mq

Hard wooden Deck 75 mm

CAPACITY:

Fuel O1l 3570 cm
Lub O1l 15,0 cm

Fresh Water 50,0 cm

Ballast 107.0 cm
Rec-oil 51,0 cm

Seawage 4,63 cm
Sludge 4,63 cm
Oily water 4,63 cm
Foam 15,6 cm
ACCOMODATION:

2 Single cabins with WC, shower and washing basin.
2 Double cabin with WC, shower and washing basin.
2 Double cabin with washing basin.

2 Bathrooms with WC, shower and washing basin.

AIR CONDITION:

All cabins, mess room and bridge are full air conditioned for hot and cold climate.
Engine Control Room have own air conditioning system. Booster separate for the
bridge.

WHEELHOUSE:
Of special design to incorporate maximum visibility all round and control of main
engine steering gear and bow thruster.

NAVIGATIONAL EQUIPMENT:
Included 2 radar, echo sounder, speed LOG, gyro compass, autopilot, magnetic
compass, anemometer, AIS, Navtex, 2 GPS.

COMMUNICATIONS EQUIPMENT:
GMDSS area A1+A2+A3

Inmarsat with telephone

Fax and e-mail

ANCHORS AND CABLES:
2 Anchors of 600 Kg. each with 275 mt lenght of chain each.

TOWING HOOK:
Fern 75 tonn SWL
Nr.2 - 1 forward and 1 aft.

ANCHOR HANDLING AND TOWING EQUIPMENT:
The tug is equipped forward with an hydraulic driven double drums and one aft
waterfall type winch equipped with three drums.

Forward:
harbour towing winch with two drums capacity - 2 sintetich ropes dia 100
mm lenght 100 m and 35/17 t at 0-16/0-32 m/min
Static break holding 150 t

Aft: towing/anchor handling winch hydraulic waterfall type with two drums.

Depp-sea towing drum :
Towing wire dia 52 mm lenght 900 m (capacity 1200 m)
Static brake holding power 160 t
Pull/speed: 33,6/13.2 t at 0-22/0-52 m/min
Lower drum split in two drums:
Harbour towing drum
Capacity wire dia 52 mm lenght 300 m
Static brake holding power 160 t
Pull/speed 33,6/13.2 t at 0-22/0-52 m/min
Anchor handling drum:
Capacity wire dia 52 mm lenght 300 m
Pull/speed 83,2/16.65 t at 0-10/0-48 m/min

Tugger winch: 2 - pull 10 t

Stowage winch: hydraulic with spare wire 52 dia 900 m down in the hold

Towing Pins and shark Jaw Karm 300 SWL

The vessel is fully equipped with towing equipments certified as bridles, plate and
shackles

STERN ROLLER:
Lenght4 m. dia2 m 200 mt SWL

MAIN ENGINE:

Main engine :

nr.2 Cartepillar diesel engine type 3516 each 2000 Kw at 1600 RPM.
Propulsion:

Nr.2 Azimut stern thrusters Schottel tupe SRP 1515 CP.

BOWTHRUSTER:
Nr.1 bow thruster schottel 200 Kw type STT 110 LK FP

AUXILIARY ENGINES:

Nr.2 diesel engines Caterpillar type C9 driving altemator of 150 Kva 380 V 50 Hz.
Nr.1 ME driven hydraulic pump driving alternator 100 Kva 380 V 50 Hz .

Nr.1 diesel engine Caterpillar type 3056 driving Harbour alternator 10 Kva 380 V
50 Hz (sound insulated).

FI- FI:

Nr.1 ME driven fire pump Kvaerner capacity 27000 mc/hour.
Nr.2 remote controller monitors water/foam with fog/spray/jet set.
Foam capacity tanks 15 cm.

Self protecting curtain spray system capacity 300 mc/hour.

REC-OIL:

Nr.2 accumulations tanks to capacity 51 cm.

Nr.1 rec-oil hydraulic pump capacity 30 c/h.
Nr.2 dispersant booms lenght 6 m with sprinklers.
Nr.1 dispersant pump.

LIFTING EQUIPMENT:
Nr.1 hydrauliccally driven deck crane
Marine Palfinger PK 12084 SWL 930 Kg at 10,7 m.

FRESH WATER:
Nr.2 tanks capacity 50 cm.
Nr.1 reverse osmosis plant capacity 2,5 cm/day

SEAWAGE:
Nr.1 facet STP-0.5 (0,56 ciw/day).
Nr.1 tank capacity 4.6 cm

CARGO PUMPS:

Fuel o1l 23 cm/hour 20 mt height
Ballast 2 pumps 55 cmhour 30 mt height
Sludge 5 ecm/hour 10 mt height
CONSUMPTION:

At 80% power 8 tons/day

Particulars believed to be correct, without guarantee



