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           SV OCEAN TIARA 

 

 

 

Technical characteristics 
Construction 2015 – Akdeniz Shipyard - Turkey 
Flag RoK 
Class RINA C Hull•Mach, Special Service, Research 

ship/Survey Vessel, Ice Class ID, “ Unrestricted 
Navigation” 

Maximum Persons On Board 21 (crew + pax) 
Laboratory area 29.94m2 
GMDSS area A1+A2+A3 
Length/Width/Molded Depth 34,1m/ 13.5m/3.57m 
Draft (max) 1,8m 
Gross tonnage 386 GT 
Main engines 2 x 895 kW Caterpillar C32 
Diesel generators 2 x 151 kW Doosan AD086TIF 
Propellers 2 x 1200mm – 5 blades – fixed pitch 
Fore thrusters for increased maneuverability 2 х 45 KW 
Working deck 100m2 aft main deck 
Speed / range 15 knots at full load / 1500 nautical miles 
Autonomy of navigation  20 days 
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Living spaces: 
Galley for crew and passengers 13.5 m2 
Mess room for VIP/Passengers 25.9m2 
Mess room for Crew 13m2 
1 x Captain's cabin, with toilet-shower 11.6m2 
2 x VIP cabins 2 guest, with toilet-shower 11m2 
1 x 2-bed cabin with a toilet-shower  
7 x 2-bed cabins  
3 x common toilet-shower  
Hospital room with 1 bed 11.9m2 
Laundry room  
Store room  

Specific 
Laboratory 29m2 
Hangar 18m2 
Containers slots 2 x 20’ slots on aft deck 
Moonpool in center line 960x960mm under A-frame 
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Tanks 
Fuel Oil Tank 50.3m3 
Fresh Water Tanks 12.13m3 
Sewage Tanks  50.30m3 
Bilge Water Tanks  3.26m3 
Sludge Water Tanks  3.26m3 
Fresh Water Generators 6m3/day – Reverse Osmosis Membranes type 

Deck equipment: 
A-Frame 5 tons 

Hydraulic with hydraulic winch 
Crane  SWL 5kN at 10m -  30kN at 10m  

hydraulic foldable telescopic 
Anchor Windlass  2 x Electric Windlass with 20.5mm studlink chains 

and 330kg VHHP anchors 
 

 

  

 

Survey Vessel Ocean Tiara is certified for up to 21 persons onboard. 

Main Safety Equipments fitted onboard 
Liferaft 2 x 25 persons 
Lifejackets 23 
Lifebuoy  6 
Immersion suits 21 
All other safety equipments as per approved drawing and certification. 
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Other equipments: 
Gas Detection System Fixed system, with monitoring and alarm unit on 

the bridge and 4xH2S + 4xCH4 detectors located 
outside accommodations. 

Satellite communications FBB antenna  
Navigational Aids  Electronic Charts Transas and 2 x DGPS receivers 

 

Improvement done: 

Vessel additionally fitted with below equipments/systems 

- Timber deck area on aft deck. 
- FRB, up to 15 persons, inboard diesel  water-jet propulsion 
- Workboat rigid, 6 persons, diesel engine 


